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Indonesia 100G Aggregation Switch with
3-Year Warranty

AI Overview
Several 100G aggregation switches are available in Indonesia with 3-year warranties,
including models from Edgecore, Ruijie, and Grandstream.Options AvailableEdgecore
AGR100 (AS5912-54X)Ports: 48 x 10 GbE SFP+ and 6 x 100G uplinksLayer Support:
Layer 2 and Layer 3 switchingDeployment: Top-of-rack, distributed spine, or carrier
access/aggregation routerHigh Availability: Redundant, hot-swappable AC or -48 VDC
PSUs, 5+1 redundant fan modules, front-to-back or back-to-front airflowManagement:
Ethernet and console RJ-45 portsWarranty: 3 yearsNotes: Rack mountable in standard
19″ racks; cost-effective for data centers and carrier networks Ruijie RG-PA1000I-P-
FPower: 1000 W AC module, PoE budget 740WWarranty: 3 yearsLocation: Available in
Surabaya, IndonesiaUse Case: Suitable for enterprise networks requiring high-
capacity aggregation Grandstream GWN7830 SeriesPorts: Up to 24 SFP and 12 SFP+
portsLayer Support: Layer 3 aggregationFeatures: Advanced VLAN, QoS, IGMP/MLD
Snooping, comprehensive securityManagement: Local Web UI, CLI, GWN.Cloud, and
GWN ManagerUse Case: Medium-to-large businesses and enterprises needing high-
performance networks Online Marketplace Options (Tokopedia)Availability: Multiple
100G switches from various brandsBenefits: Same-day delivery, free shipping, COD,
installment options, and promotional discountsWarranty: Typically 3 years depending
on the vendor Considerations for SelectionPort Density: Choose based on the number
of 10G/100G connections required.Redundancy & High Availability: Look for hot-
swappable PSUs and fan modules for mission-critical networks.Management Options:
Cloud-based vs on-premise management may affect monitoring and configuration
convenience.Deployment Environment: Rack-mountable switches are preferred for
data centers; PoE support may be needed for powering devices.Vendor Support: En...
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Fully Managed Switches M4500-48XF8C

Discover Netgear XSM4556 - M4500-48XF8C 48x10G/25G SFP28 and 8x100G QSFP28
Managed Switch, with matrix switcher the power and scalability of

Network Hubs and Switch Ruijie L3 Aggregation RG-CS85-24GT8XS-D

Buy Network Hubs and Switch Ruijie L3 Aggregation RG-CS85-24GT8XS-D best price
from PT. Bosoffice Jaya Jatim in Jawa Timur. Buy only in Indotrading

Network Hubs and Switch Ruijie L3 Aggregation RG-PA1000I-P-F

Jual Network Hubs and Switch Ruijie L3 Aggregation RG-PA1000I-P-F dengan harga Rp
16893000,00 dari Bosoffice Jaya Jatim

Ubiquiti UniFi ECS-Aggregation 54-Port 100G L3

Shop online and read reviews for Ubiquiti UniFi ECS-Aggregation 54-Port 100G L3
Managed Switch - QSFP28 x6, SFP28 x48 ( ECS-Aggregation ) at PBTech

Ubiquiti ECS-Aggregation UniFi Enterprise Campus 48

A 1.3-inch touchscreen provides real-time system information, aiding in efficient
monitoring and management. Standard Warranty: 2-Years Ubiquiti ECS

Ubiquiti USW-Pro-Aggregation Switch Layer 3 with (28)

Layer 3 switch with (28) 10G SFP+ ports and (4) 25G SFP28 ports. The Switch Pro
Aggregation is a fully managed, Layer 3 switch with (28) 10G SFP+ ports and (4)

Ubiquiti Unifi USW-Pro-Aggregation UniFi 28x10G

About the item: High-capacity 10G SFP+ and 25G SFP28 connections. 28 x 10G SFP+
Ports 4 x 25G SFP28 Ports DC power backup-ready Layer 3 switching

Cisco Catalyst C9500-24Y4C-A 24x 1/10/25G & 4x 40/100G Catalyst

C9500-24Y4C-A is a Cisco Catalyst 9500 Series high performance 24-port 1/10/25G
switch, NW Adv. License. The Cisco Catalyst 9500 Series Switches are the next
generation of

Switch Enterprise Campus Aggregation

1.8 Tbps high-density 100G/25G Layer 3 Etherlighting™ aggregation switch with MC-
LAG support for high availability system design. Note. Requires a 4-post

Ubiquiti Switch Pro Aggregation USW-Pro-Aggregation

The Switch Pro Aggregation is a fully managed, Layer 3 switch with (28) 10G SFP+
ports and (4) 25G SFP28 ports designed to enhance your network''s switching

© 2026 Sabine Photonics (Pty) Ltd - All rights reserved



Page 3/4

Ubiquiti ECS-Aggregation UniFi Enterprise Campus Switch

The Ubiquiti Enterprise series requires dealer registration, which may take up to 1
business day to process. Approval is not guaranteed and depends on the

QFX5110 Ethernet Switch

Two QFX5110 switch models are available: —QFX5110-48S: A 10GbE/100GbE data
center access switch, the QFX5110-48S offers 48 small form-factor pluggable plus
(SFP+) transceiver ports and

Ubiquiti ECS-Aggregation Enterprise Campus Aggregation

Contact Streakwave High-density 100G/25G Layer 3 Etherlighting™ aggregation
switch with MC-LAG support for high availability system design. All orders for ECS-
Aggregation require Deal Registration

Ubiquiti ECS-Aggregation 1.8 Tbps high-density

Buy Ubiquiti ECS-Aggregation 1.8 Tbps high-density 100G/25G Layer 3 Etherlighting™
aggregation switch - 48 Port online with fast shipping and top

Network Switches-en

Grandstream''s GWN7830 Series are Layer 3 aggregation network switches that allow
enterprises and medium-to-large businesses to build scalable, secure, high

Aggregation Switches

These aggregation switches support advanced VLAN for flexible traffic segmentation,
advanced QoS for prioritizing network traffic, IGMP/MLD Snooping for optimizing
network performance, and

48-Port 10G Ethernet L3 Stackable Fiber Switch with 2x

QSFPTEK S7300-48X2Q4C L3 aggregation switch is designed with 48x 10G SFP+, with
2x 40G QSFP+ and 4x 100Gb QSFP28 uplink ports, supporting stacking.

Jual Switch 100G Murah & Terbaik

Beli aneka produk Switch 100G online terlengkap dengan mudah, cepat & aman di
Tokopedia. Kamu bisa menemukan toko penjual Switch 100G terdekat dari lokasi
kamu sekarang.

Ubiquiti USW aggregation Unifi Switch Aggregation

USW-Aggregation features Layer 2 capabilities and supports highbandwidth links,
making it ideal for aggregation switching to any UniFi

MS450-12-HW MS450-12 12 Port 100G Aggregation Switch
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The high-performance aggregation of the MS450-12-HW reduces bottlenecks and
enhances data throughput, making it a crucial component for large-scale networks.
Seamlessly integrate this switch

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://sabineamsee.co.za
Email: info@sabineamsee.co.za
Phone: +27 82 415 6793
Address: Unit 7, Innovation Park, 34 Electron Road, Kempton Park, 1620,
South Africa

This document is for informational purposes only. Specifications subject to
change without notice.
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